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INDUSTRIAL LUBRICATION FITTINGS  aAceviie:

THREADED FITTINGS

1/4"-28 Taper Thread Fittings 1641-B 1652-B

ALEMITE %"-28 Taper Thread Fittings are used on most ‘ f
cars and trucks, as well as many industrial machines. It is 53 |

recommended that SAE-LT taper threads be assembled

into %4"-28 UNF, Class 3B, straight threaded holes having a _'_ = — !
modified maximum minor diameter of 0.2151", to ensure
75% minimum thread height. Y4"-28 TAPER THD. (SAE-LT)
FEATURES: 14"-28 TAPER THD. (SAE LT)
« Exceeds 72 hour salt spray test 3014-B
« Dirt excluding check ball 1637-B1
o Trivalent zinc plating
e RoHS compliant 39 "
2
Product # Type : Lengh Lenth 1.62 81 olO
1641-B Straight 5/16 35/64 3/16
1652-B Straight 5/16" 11/16" 23/64" l %ﬂ 17
1680-B Straight 5/16" 31/32" 5/8" }
1698-B Stralght 5/16" 1-1/8" 25/32" 14"-28 TAPER THD. (SAE-LT)
3014-B Straight 5/16" 1-5/8" 1"
1637-B1 | 45° 3/8" 13/16" 13/64" 1698-B

3010-B1 | 65° 3/8" 25/32" 19/64"

1680-B
1911-B1 | 90° 3/8" 3/4" 13/64" @ |
1.12
.96 |
| §=

¥4"-28 TAPER THD. (SAE-LT) 4"-28 TAPER THD. (SAE-LT)

3010-B1 1911-B1 }_ 50

—-‘ 47

10
=3

Y4"-28 TAPER THD. (SAE-LT) Y4"-28 TAPER THD. (SAE-LT)

-
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aevitee  INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS

1/4"-28 Straight Thread Fittings

1792-B 369609
Alemite %4"-28 Straight Thread Fittings are used on most i
cars and trucks, as well as many industrial machines. T
FEATURES: 44

52

» Exceeds 72 hour salt spray test 1

» Dirt excluding check bal 1 = = —0(7 }

« Trivalent zinc plating

. No Ball Check
*  RoHS compliant 14"-28 UNF-2A 14"-28 UNF-2A
Overall 1770-B1
Product # | Type Length N
1792-B Straight 9/32" 33/64" 5/32" ‘ "
1770-B1 | 45° 3/8" 39/64" 1/8" —*7—
369609 Straight 5/16" 7/16" 1/8"

-

V4"-28 UNF-2A
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INDUSTRIAL LUBRICATION FITTINGS  aAceviie:

THREADED FITTINGS

1/8" PTF Fittings 1644-B 1610-BL
Alemite %" PTF Fittings are used on industrial machines
and heavy equipment. T
69 +
FEATURES: 56 + 5
« Exceeds 72 hour salt spray test i A5 % 3
o Dirt excluding check ball } {
o Trivalent zinc plating
. %" PTF SAE SPL EXTRA SHORT 1" PTF SAE SPL SHORT
e RoHS compliant
« 1958 has specialty cap providing a second seal for
dust proof applications 1607-B 1669-B
Overall | Shank @1
Product # Type Length | Length 195
1644-B Straight 716" 19/16" 15/64" 175
1610-BL Straight 7/16" | 11/16" | 19/64" _L
1607-B Straight 716" | 1-1/4" 25/32" 19
1669-B Straight 716" | 1-3/4" 1-17/64" - {
1684-B Straight 3/8" 2-5/8" 2-3/16" %" PTF SAE SPL SHORT
1618-B Straight 12" 1" 9/32"
1958 Straight 716" 3132 |1 1684-B
1611-B 30° 716" 129/32" | 19/64"
1638-B 30° 716" ] 2-3/32" | 1-1/4"
1688-B 45° 716" | 57/64" | 19/64"
1620-B 45° 16" 11-1/8" 13/32"
1.00
16128 [65° i EE R I
1623-B 65° 6" |1-732" | 9ne" e L§
1649-B 65° 3/8" 2-3/4" 2-1/4" E—
1613-B 90° ne" | 27/32" | 19/64"
1" NPTF FEMALE
1606-B 90° 716" | 1-13/16" | 1-1/4"
369599 Straight 716" | 2-5/8" 7/32" i 1958
369608 65° 716" | 29/32" ] 9/32" % 19
369574 Double 70° 12" 27/32" | 7/32" * y I]H Hmm
MAlso available in a 1/8" BSPT version (1958-E)
%" PTF SAE SPL SHORT 97 ==
l %% 15
%" PTF SAE SPL EXTRA SHORT
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ALEMITE®

INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS

%" NPTF FEMALE

369599

=

_r

8" PTF SAE SPL SHORT

8" PTF SAE SPL SHORT

1612-B

8" PTF SAE SPL SHORT

n

19

_r

8" PTF SAE SPL SHORT

1613-B

4,

.86

Jik

8" PTF SAE SPL SHORT

1638-B__|

o

S

8" PTF SAE SPL SHORT

1649-B

——| 48

8" PTF SAE SPL SHORT

1688-B

8" PTF SAE SPL SHORT

1623-B

—| 50

ji

8" PTF SAE SPL SHORT

369608

8" PTF SAE SPL SHORT

369574

R

8" P TF SAE SPL SHORT

-

[9)]
[0}

18

) 1

1-866-4-ALEMITE (866-425-3648)
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INDUSTRIAL LUBRICATION FITTINGS  aAceviie:

THREADED FITTINGS

1/4" PTF Fittings 1627-B 1629-B

Alemite 4" PTF Fittings are widely used for larger bearings
on farm machinery and heavy industrial equipment.

Recommended for heavy lubricants in cold weather. _

FEATURES: 97
« Exceeds 72 hour salt spray test 88 i i
« Dirt excluding check ball s 19 19
o Trivalent zinc plating S _r i

¢ RoHS compliant
o Dry seal eliminates need for sealant

Overall | Shank
Product # | Type Length | Length
1627-B Straight 9/16" 7/8" 27/64"
1629-B 67.5° 9/16" 31/32" [ 11/32"

Ya" PTF SAE SPL EXTRA SHORT Ya" PTF SAE SPL EXTRA SHORT
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ALEMITE®

INDUSTRIAL LUBRICATION FITTINGS

THREADED FITTINGS

1/4"-28 and 1/8" Thread Forming Fittings

Alemite Thread Forming Fittings have special tapered
drive threads which reshape the material in an untapped
hole to provide a leak proof seal. They are most effectively
installed by spinning into the untapped hole. Thread
forming fittings can be replaced by any standard threaded
fitting or by another thread forming fitting.

FEATURES:
« Exceeds 72 hour salt spray test
« Dirt excluding check ball
» Threads provide strong seal
« Dyed yellow for identification
« Trivalent zinc plating
e RoHS compliant

Hole Size
Product # | Type recommended

3038-B Straight 5/16" .230-.235
3053-B 45° 3/8" .230-.235
3054-B 90° 3/8" .230-.235
1720-B Straight 7/16" .373-.380
1723-B 90° 7/16" 373 -.380
1724-B 45° 7/16" .373-.380
369582 Straight 9/32" .230-.235

1-866-4-ALEMITE (866-425-3648)

3038-B

2 i

= 12
= —r

4"-28 SPECIAL TAPER THD.
(Recommended hole size-
23010 .235")

i
L

4"-28 SPECIAL TAPER THD.
(Recommended hole size-
23010 .235")

3054-B

——l 47 "
jess:

|
+

#

Y4"-28 SPECIAL TAPER THD.
(Recommended hole size-
23010 .235")

1720-B

HEE

%" PIPE SPECIAL TAPER THD.
(Recommended hole size-
.37310.380")

1724-B

' w

.83 _L

14

%" PIPE SPECIAL TAPER THD.

(Recommended hole size-
.373t0 .380")

1723-B

%" PIPE SPECIAL TAPER THD.
(Recommended hole size-
.373 t0 .380")

369582

Y4"-28 SPECIAL TAPER THD.
(Recommended hole size-
.230to .235")
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CORROSION RESISTANT FITTINGS

Monel Fittings

1966-B Monel 1969-B Monel
Alemite Monel Fittings withstand the most severe marine _’| 50
and industrial corrosive environments. Monel is a Nickel/ -
Copper alloy that is highly resistant to corrosion. All
monel fittings have a single notch on the hex for easy i

e 76
identification. 53

FEATURES: | = B % i
o Greater corrosion resistance than stainless steel

+  Withstands extreme temperatures ranging from v4"-28 TAPER THD. (SAE-LT) 14"-28 TAPER THD. (SAE-LT)
sub-zero to 700°F (371°C)

¢ |deal for use in harsh chemical environments and
marine applications

« Dirt excluding check ball

e RoHS compliant T
e || e
Product # | Thread Type Length % 16 =— 16
1966-B 1/4"-28 Taper | Straight | 5/16" | 17/32" | 3/16"
1969-B 1/4"-28 Taper | 90° 3/8" | 3/4" 13/64"
1962-B 1/8" PTF Straight | 7/16" | 5/8" 9/32"

1961-B 1/8" PTF Straight | 7/16" | 3/4 5/16 1921-B Monel 1922-B Monel
1921-B 1/8" PTF 30° 7/16" 1 1-1/4" 1 11/32" . "‘

1962-B Monel 1961-B Monel

8" PTF SAE SPL EXTRA SHORT %" SAE SPL EXTRA SHORT

1922-B 1/8" PTF 67.5° | 7/16" | 61/64" |11/32"

~—‘ .50
1923-B 1/8" PTF 90° 7/16" | 7/8" 11/32" "

1.15 : % §>
/
.95

0 1

=5 || -5

8" PTF SAE SPL SHORT 6" PTF SAE SPL SHORT

1923-B Monel

" SAE SPL SHORT
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CORROSION RESISTANT FITTINGS

Stainless Steel Fittings

1966-S Stainless 1968-S Stainless
Alemite Stainless Steel Fittings withstand severely ™ "*
corrosive marine and industrial environments. All stainless
steel fittings have 2 notches for easy identification. I f
FEATURES: " 1 84 6
. . i = a1
« Greater corrosion resistance than carbon steel — &
» Withstands extreme temperatures ranging from %
sub-zero to 600°F (315°C)
 Ideal for use in harsh chemical environments and 14"-28 TAPER THD. (SAE-LT) 14"-28 TAPER THD. (SAE LT)

marine applications

« Stainless steel fittings are comprised of Type 303 ) )
SS for fitting bodies, Type 440 S for balls, and Type | 1969-S Stainless 1961-S Stainless

302 for tempered springs ——| 50 ’—~

« Dirt excluding check ball

e RoHS compliant ] é
.76 75
Overall | Shank i _L
Product # | Thread Type Length | Length % 1

1966-5 | 1/4"-28Taper | Straight [ 5/16" [17/32" | 3/16" ;

1968-S 1/4"-28 Taper | 45° 3/8" | 13/16" | 13/64" ¥4"-28 TAPER THD. (SAE-LT) %" SAE SPL EXTRA SHORT
1969-S | 1/4"-28Taper | 90° 38" |3/4" | 13/64"
1961-S | 1/8"PTF  |[Straight [ 7/16" [3/4"  |5/16" 1921-S Stainless 1922-S Stainless
1921-S [ 1/8"PTF 30° 716" | 1-1/4" | 11/32" 33 ’—~
19225 |1/8"PTF | 67.5° |7/16" [61/64" |11/32" *‘ "
1923-S [ 1/8"PTF 90° ne" |7/8" | 11/32" e
1728-5 | Drive Straight | 5/16" | 33/64" | 5/16" ' /
% .19 19
%" PTF SAE SPL SHORT %" PTF SAE SPL SHORT
1923-S Stainless 1728-S Stainless

52 —L
25
1
%" PTF SAE SPL SHORT DRIVE
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INDUSTRIAL LUBRICATION FITTINGS

DRIVE FITTINGS

Straight

Alemite Drive Fittings provide a simple, cost effective alternative to tapping for various applications.

FEATURES:

o Exceeds 72 hour salt spray test

o Used for untapped holes
« Serrated shank provides secure, lasting grip

« Simplifies replacement of damaged fittings in old or oversized holes

« Trivalent zinc plating
e RoHS compliant

All fittings clear zinc unless otherwise noted.

Drill Diameter Ball Check

1736-A Straight 9/16" (14.28 mm) 1/4" 1/8" No
3019 Straight 15/32" (11.91 mm) 532" 1/8" No
3009 Straight 25/64" (9.92 mm) 3/32" 3/16" No
3005 Straight 15/32" 11/64" 3/16" No
3006 Straight 31/64" 7/32" 3/16" No
1728-B Straight 33/64" (13.09 mm) 1/4" 3/16" Yes
1633 Straight 5/8" 1/4" 3/16" No
1743-B Straight 35/64" 1/4" 1/4" Yes
1952-A Straight 15/32" 1/8" 1/4" No
1608-B Straight 35/64" (13.89 mm) 1/4" 5/16" Yes
1666 Straight 37/64" 7/32" 3/8" No
369591 Straight 21/50" = 3/16" No
369604 Straight Flush 11/32" (8.73 mm) 21/64" 1/4" Yes
369577 Straight 35/64" (13.89 mm) 1/4" 1/4" Yes
(Yellow zinc

Drive Fitting Tools-Straight

Type of
Product # Drive Fitting

. 1633, 1666, 1720-B, 1736-A, 1952-A,
5253 Straight 3005, 3009, 3019, 369591, 369604, 369577
5253-1 Straight 1608-B, 1743-B, 3038-B
5253-3 Straight 1728-B
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DRIVE FITTINGS
Angled 1992-B1 1646-B1
—= 41
Alemite Drive Fittings provide a simple, cost effective _—| 48
alternative to tapping for various applications. —h—
FEATURES: 83
o Exceeds 72 hour salt spray test 70 O
» Used for untapped holes l o + >
» Serrated shank provides secure, lasting grip * :
« Simplifies replacement of damaged fittings in
old or oversized holes FOR %s" DRILL FOR %s" DRILL
« Trivalent zinc plating
*  RoHS compliant 1744-B1 1630-B1
— 48
Overall Drill Ball
Product # | Type |Length Diameter | Check 5 (O
1992-B1 45° 53/64" | 7/32" 3/16" ' *
1646-B1  [65° | 45/64" [7/32"  |3/16" Yes l 28
1744-B1 65° | 49/64" | 9/32" 1/4" Yes f
1630-B1 65° | 45/64" | 7/32" 5/16" Yes FOR %" DRILL FOR 6" DRILL

Drive Fitting Tools-Angled

This special tool simplifies the original installation of drive
fittings in untapped holes.

Product # | Drive Fitting | Use with Fitting

1630-B1, 1646-B1, 1744-B1,

52541 | Angled 1992-B1, 1722-B, 1723-8, 1724-8
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INDUSTRIAL LUBRICATION FITTINGS

METRIC FITTINGS

A
ALEMITE"®

Threaded Metric Fittings

Alemite metric thread conforms to

Germ

an Standard DIN 71412.

FEATURES:
Exceeds 72 hour salt spray test

L]

L]

Dirt excluding check ball
Trivalent zinc plating
RoHS compliant

2106

s (D

— .16

=T

=
6MM X TMM (PITCH)

—== 40

=i
}

6MM X TMM (PITCH)

TAPER METRIC THREAD TAPER METRIC THREAD
Overall
Prod. # | Thread Type Length
2106 6mmx1mm [ Staight | 7mm | 19/32" |1/4" 2108 I__ 50 2103
2107 |6mmx1mm [45° 10mm | 13/16" | 7/32"
2108 ommxIimm |90° 10mm | 3/4" 7/32" f o _*_
2103 gmmx1mm | Straight [ 9mm | 5/8" 1/4" 76
62 &
2105 | 8mmxTmm |90° 10 mm | 3/4" 7/32" = .
. 16 = __
2109 10mmx1mm | Straight | 11 mm | 5/8" 1/4" —r — _r
6MM X TMM (PITCH) 8MM X TMM (PITCH)
TAPER METRIC THREAD TAPER METRIC THREAD
2105 2109
— 50 "
J3
BT | T
L ="
= | = =
8MM X 1TMM (PITCH) T0MM X TMM (PITCH)
TAPER METRIC THREAD TAPER METRIC THREAD
10 | Alemite Product Catalog www.alemite.com
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BUTTON HEAD FITTINGS

Standard A1184 A1190
Alemite Standard Button Head Fittings are used T
in rugged applications such as heavy machinery, *
construction equipment and off road equipment. 1.06 +
S —
e =—
53
o Exceeds 72 hour salt spray test % 1 —
« Trivalent zinc plating ‘ ' *
*  RoHS compliant V6" PTF SAE SPL SHORT 12" NPTF

» Head size helps minimize breakage

» Dirt excluding plunger check valve helps
reduce dirt contamination A1186 C69

22

Overall | Shank [ ] [ |
Product # | Thread Length | Length + t N

A1184 1/8" PTF 5/8" | 3/4" 11/32"
A1186 1/4"NPTF | 5/8" | 53/64" | 27/64"

A1188 3/8"NPTF | 3/4" | 61/64" | 31/64" : f -
A1190 1/2'NPTF | 7/8" | 1-116" | 35/64" %" NPTF 1" NPTF FEMALE
(69 1/8"NPTE(F) | 5/8" | 31732" [ 13/32"

A1188 M1184 MONEL

M1184 1/8" PTF 5/8" | 3/4" 11/32"

95 [E ] i
— 75
—————— 41 i
———— S
4 %
L [p—

¥" NPTF 8" PTF SAE SPL SHORT

1-866-4-ALEMITE (866-425-3648) Alemite Product Catalog | 111



A

INDUSTRIAL LUBRICATION FITTINGS  aAceviie:

BUTTON HEAD FITTINGS

Giant Fittings

Alemite Giant Button Head Fittings are the largest
fitting available for rugged applications.

FEATURES:
o Exceeds 72 hour salt spray test
o Trivalent zinc plating
e RoHS compliant
o Head size helps minimize breakage

« Dirt excluding plunger check valve helps
reduce dirt contamination

Overall Shank
Product # | Thread Length Length

1823-1 1/4"NPTF | 7/8" 1-1/4" 1/2"
1822-A1 3/8"NPTF | 7/8" 1-5/16" | 9/16"
1820-1 1/2"NPTF | 7/8" 1-1/16" | 1/2"

12 | Alemite Product Catalog
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1.34
-
————— 41
%" NPTF *
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RELIEF FITTINGS

Alemite Relief Fittings are used on gearbox housings and bearings (king pins, universal joints, etc.) where excessive
lubrication pressure is not desired.
FEATURES:

» Exceeds 72 hour salt spray test

« Trivalent zinc plating

e RoHSc
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